FILTER BAGS

Specifications o |
Maximum Continuous Operating Temperature
to
& Opt'ons 170°F [118°F |260°F | 275°F | 375°F | 375°F EE{FF 000°F|500°F

Brief overview of the different

Lk
=
= »
1 ¥ ¥ ey e 1=y
construction options available e a2 |8 s s
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Filter Media 2| & | = | 2|8 | &
Pulse Jet
Filter Bag Tops Double Beaded Snap Band or Snap Ring x| M M M M M ¥ # ¢
Flange Top or Flange with Ring X . . . . . . . .
Raw Edge or Hem X . . . . . . . .
Filter Bag Bottoms  Single Disc x M M ¥ ¥ F E E =
Double Disc x| [x] [x] [x] [x] H H B
Wear Strip or Wear Skirt X . . . . . . . .
Filter Cage Tops Turn Down Flange with or without Venturiinstalled (X| ¥ M ¥ ¥ ¥ M ¥ ¥
Split Collar x M M M ¥ ¥ M M ¢
Split Ring x M M H EH #H ¥ ¥ =
Flat Flange x M # M # B BE B =
Filter Cage Bottoms Welded Pan x M M E ¥ ¥ E E =
Reverse Air (with or without anti-collapse rings)
Filter Cage Top Compression Band Top (with or without cap) x I x x| B M x x] M
Filter Bag Bottoms  Cord inserted Cuff x| X X M B X x B =
Double Beaded Snap Band X X X v v X X v ¥
Compression Band X X X M M [x x| M M
Shaker
Filter Bag Tops Strap Top ¥ B B B M [x s & A
Grommet or Loop Top . . . . . X X X X
Hanger Top M B B B B x [xX [x [x
Multi-Pocket and Envelope v v v v v X X X X
Filter Bag Bottoms  Double Beaded Snap band ¥ E & M M [x > X X
Cord Inserted Cuff/Hem M #E B B M ] [x] [x] [x
Stitched Flat ¥ ¥ B E B X X X [x
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